










W
D

R
IP

Le
n

s
D

o
m

e
S

p
ec

ia
lt

y
D

V
R

C
S

 m
o

u
n

t
Pa

n
-f

o
cu

s
S

S
P

 S
ys

te
m

M
o

n
it

o
r

LCD Monitor

55

Flat panel displays
These SXGA grade monitors display clear and crisp 
pictures. The thin package makes them the ideal choice 
for applications with limited space.

Easy to access front panel switches
Ease of operation is the focus of this design. The user 
can switch the display, set the volume, and set the scan 
from switches on the front panel, or by using the remote 
controller.

• 1280 x 1024 Resolution • 1000:1 High contrast ratio
• 2 composite and 1 S-VIDEO input (Loopthrough out, 
BNC type) • 1 VGA input • 2 audio input (RCA type)
• Multi-language OSD (12 languages) • Adjustable height
• Comes with a remote controller

Model VMC-L2619P VMC-L2617P
Display type SXGA a-Si TFT LCD
LCD display 19" active matrix TFT LCD panel 17" active matrix TFT LCD panel
TV system PAL / NTSC, Automatic detection
Viewable size (H x V) 376 x 301 mm / 14.8 x 11.9 in. (4:3) 338 x 270 mm / 13.3 x 10.6 in. (4:3)
Pixel pitch (H x V) 0.294 x 0.294 mm / 0.012 x 0.012 in. 0.264 x 0.264 mm / 0.01 x 0.01 in.
Horizontal resolution 1,280 x 1,024, 620 TV lines or more (Y/C input mode)
View Angle degree Left / Right: 80°/ 80° Up / Down: 80° / 80°
Scanning frequency Horizontal: 30 kHz to 81 kHz, Vertical: 56 Hz to 75 Hz
Contrast ratio 1000:1
Brightness 300 cd/m2 / 359 cd/yd2

Response time Tr/Tf 1.3 / 3.7 msec
Display color 16.7 M
Display monitor timing VESA compatible (VGA mode)
Display mode Video A, Video B, S-Video, VGA 
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Video signal (BNC IN) Composite sync signal, 1.0 V(p-p), 75 Ω BNC connector x 2

S-Video signal
(Y/C IN)

Separete Y/C signal, mini-DIN connector
Y signal: 1.0 V(p-p), 75 Ω negative sync

C signal: 0.286 V(p-p), 75 Ω negative sync
Audio signal
(AUDIO IN)

2 x - 6.0 dBs (400 mVrms), 2 W (1W+1W) stereo, RCA pin

VGA signal (VGA IN)
VGA monitor connector (15-pin)

Red signal, Green signal, Blue signal: 0.7 V(p-p), 75 Ω, positive sync

Ou
tp

ut
 co

nn
ec

to
r Video signal

(BNC OUT)
2 x Composite sync signal, 1.0 V(p-p), 75 Ω BNC connector

S-Video signal
(Y/C IOUT)

Separete Y/C signal, mini-DIN connector
Y signal: 1.0 V(p-p), 75 Ω negative sync

C signal: 0.286 V(p-p), 75 Ω negative sync
Menu language English / Chinese / French / German / Spanish / Italian / Portuguese / Dutch / Swedish / Russian / Korean / Japanese
Power input 100 V to 240 V  AC 
Operating condition Temperature: 0°C to +40°C / 32°CF to 104°F, Humidity: 10% to 90% (non-condensaation)
Storage condition Temperature: -20°C to +45°C / -4°CF to 113°F, Humidity: 5% to 95%
Power consumption (approx.) 42 W (0.7 A)
Weight (approx.) 6.9 kg [15.2 lbs.] 6.0 kg [13.2 lbs.]

NOTE: Specifi cations subject to change without notice

High Performance Professional LCD Monitor 

VMC-L2619P
High Performance Professional LCD Monitor 

VMC-L2617P

17”
Horizontal

620
TV Lines

2
composite

S-VIDEO
IN-OUT

terminals
VGA
input

MULTI
PAL<->NTSC

SYSTEM
19”

Horizontal

620
TV Lines

2
composite

S-VIDEO
IN-OUT

terminals
VGA
input

MULTI
PAL<->NTSC

SYSTEM

VMC-L2619P /  VMC-L2617P

Unit: mm (inch)

25˚5˚
100 (3.9)

165˚ 165˚

(Swivel)
(Lift) (Tilt)

A
G

H

B

C
D

E

F

Model A B C D E F G H

VMC-L2617P 371 (14.6) 339 (13.4) 272 (10.7) 331 (13.0) 368 (14.5)
37 (1.5)

67 (2.6)
220 (8.7)

VMC-L2619P 412 (16.2) 378 (14.9) 303 (11.9) 361 (14.2) 398 (15.7) 69 (2.7)

NEW NEW



Network Camera Line Up 2010
Category

Serial No. Lens D/N Video streaming Frame
ratio

Streaming 
number

Simultaneous 
access capacity Protocol Power

supply
IP

 C
am

er
a

Full HD PTZ Camera

VCC-HD5600P
VCC-HD5600P BK

Built-in

10x
AF zoom

•
H.264 and 

MJPEG 
(Max.1920x1080 

25ips)

Max.25 
ips 4 Max.20

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, RTP, RTSP, 

DDNS, FTP

24 V AC ±10%
230 V AC ±10%

Full HD PTZ Camera

VCC-HD5400P
VCC-HD5400P BK

Built-in

10x
AF zoom

•
H.264 and 

MJPEG 
(Max.1920x1080 

25ips)

Max.25 
ips 4 Max.20

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, RTP, RTSP, 

DDNS, FTP

24 V AC ±10%,
12 to 15 V DC

PoE

Full HD Zoom Camera

VCC-HD4600P
Built-in

10x
AF zoom

•
H.264 and 

MJPEG 
(Max.1920x1080 

25ips)

Max.25 
ips 4 Max.20

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, RTP, RTSP, 

DDNS, FTP

24 V AC ±10%,
12 to 15 V DC

PoE

Full HD Vandal-resistant 
Dome Camera

VDC-HD3500P
Built-in

Vari-Focal •
H.264 and 

MJPEG 
(Max.1920x1080 

25ips)

Max.25 
ips 4 Max.20

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, RTP, RTSP, 

DDNS, FTP

24 V AC ±10%,
12 to 15 V DC

PoE

Full HD Vandal-resistant 
Dome Camera 

VDC-HD3300P
Built-in

Vari-Focal •
H.264 and 

MJPEG 
(Max.1920x1080 

25ips)

Max.25 
ips 2 Max.20

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, RTP, RTSP, 

DDNS, FTP

24 V AC ±10%,
12 to 15 V DC

PoE

Full HD Vandal-resistant 
Dome Camera

VDC-HD3100P
Built-in

Vari-Focal ------
H.264 and 

MJPEG 
(Max.1920x1080 

25ips)

Max.25 
ips 2 Max.20

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, RTP, RTSP, 

DDNS, FTP

24 V AC ±10%,
12 to 15 V DC

PoE

Full HD CS-Mount Camera 

VCC-HD2500P
CS-mount

replaceable •
H.264 and 

MJPEG 
(Max.1920x1080 

25ips)

Max.25 
ips 4 Max.20

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, RTP, RTSP, 

DDNS, FTP

24 V AC ±10%,
12 to 15 V DC

PoE

Full HD CS-Mount Camera 

VCC-HD2300P
CS-mount

replaceable •
H.264 and 

MJPEG 
(Max.1920x1080 

25ips)

Max.25 
ips 2 Max.20

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, RTP, RTSP, 

DDNS, FTP

24 V AC ±10%,
12 to 15 V DC

PoE

Full HD CS-Mount Camera       

VCC-HD2100P
CS-mount
replaceable ------

H.264 and 
MJPEG 

(Max.1920x1080 
25ips)

Max.25 
ips 2 Max.20

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, RTP, RTSP, 

DDNS, FTP

24 V AC ±10%,
12 to 15 V DC

PoE

Full HD Zoom Camera

VCC-HD4000P
 

Built-in

10x
AF zoom

•
H.264 and 

MJPEG 
(Max.1920x1080 

25ips)

Max.25 
ips 2 Max.16

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, RTP, RTSP, 

UPnP, DDNS, FTP,　

24 V AC ±10%,
12 to 15 V DC

PoE

1/3” Color CCD High-
resolution E-Day/night 
Network Camera 

VCC-N6695P
E-

CS-mount
replaceable •

H.264 
and JPEG 

(Max.720x576 
25ips)

Max.25 
ips 1 Max.16

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, FTP, UPnP, 

DDNS

24 V AC ±10%,
12 to 15 V DC

PoE

High-resolution  
Weatherproof AF Zoom 
Network Camera

VCC-XZN600P

Built-in

30x
AF zoom

•
H.264 

and JPEG 
(Max.720x576 

25ips)

Max.25 
ips 1 Max.16

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, FTP, UPnP, 

DDNS

24 V AC ±10%,
12 to 15 V DC

PoE

High-resolution AF Zoom 
Network Camera

VCC-ZMN600P

Built-in

30x
AF zoom

•
H.264 

and JPEG 
(Max.720x576 

25ips)

Max.25 
ips 1 Max.16

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, FTP, UPnP, 

DDNS

24 V AC ±10%,
12 to 15 V DC

PoE

High-resolution Vandal-
resistant PTZ Network 
Dome Camera

VDC-DPN9585P
 

Built-in

2.6x
Pan-focus 

zoom

• JPEG 
(Max.720x286 

25ips)

Max.25 
ips 1 Max.16

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, FTP, UPnP, 

DDNS

24 V AC ±10%,
12 to 15 V DC

PoE

High-resolution Indoor mini 
PTZ Network Dome Camera

VCC-PN9575P

Built-in

2.6x
Pan-focus 

zoom

------
JPEG 

(Max.720x286 
25ips)

Max.25 
ips 1 Max.16

TCP/IP, UDP, HTTP, 
HTTPS, SMTP, NTP, 
DHCP, FTP, UPnP, 

DDNS

24 V AC ±10%,
12 to 15 V DC

PoE



Camera Line Up 2010
Category

Serial No. Lens D/N Sensor 
size

Horizontal
resolution

Minimum
illumination

Backlight
compensation White balance Power

supply

S
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High-resolution 36x AF 
Speed Dome Camera

VCC-9800P E

Built-in

36x
AF zoom

• 1/4” 540 TVL
Color 1.0 lx
B/W 0.05 lx

(F1.6)

Multi-spot
5-section

ATW/ AWC
Indoor / Outdoor

Fluorescent
Manual

24 V AC ±10%,
or

230 V AC ±10%

High-resolution 36x AF 
Speed Dome Camera

VCC-9700P E

Built-in

36x
AF zoom

------ 1/4” 540 TVL 1.0 lx
(F1.6)

Multi-spot
5-section

ATW/ AWC
Indoor / Outdoor

Fluorescent
Manual

24 V AC ±10%,
or

230 V AC ±10%

High-resolution 30x AF 
Speed Dome Camera

VCC-9600P E

Built-in

30x
AF zoom

• 1/4” 540 TVL
Color 0.8 lx
B/W 0.04 lx

(F1.4)

Multi-spot
5-section

ATW/ AWC
Indoor / Outdoor

Fluorescent
Manual

24 V AC ±10%,
or

230 V AC ±10%

High-resolution 30x AF 
Speed Dome Camera

VCC-9500P E

Built-in

30x
AF zoom

------ 1/4” 540 TVL 0.8 lx
(F1.4)

Multi-spot
5-section

ATW/ AWC
Indoor / Outdoor

Fluorescent
Manual

24 V AC ±10%,
or

230 V AC ±10%

W
ea

th
er

pr
oo

f High-resolution  
Weatherproof AF Zoom 
Camera

VCC-XZ600P

Built-in

30x
AF zoom

• 1/4” 540 TVL
Color 0.8 lx
B/W 0.04 lx

(F1.4)

Multi-spot
Center-zone

ATW/ AWC
Indoor / Outdoor

Fluorescent
Manual

24 V AC ±10%,
12 V to 15 V DC

Z
o

o
m

High-resolution AF Zoom 
Camera

VCC-ZM600P

Built-in

30x
AF zoom

• 1/4” 540 TVL
Color 0.8 lx
B/W 0.04 lx

(F1.4)

Multi-spot
Center-zone

ATW/ AWC
Indoor / Outdoor

Fluorescent
Manual

24 V AC ±10%,
12 V to 15 V DC

High-resolution AF 
Zoom Camera

VCC-ZM500P

Built-in

30x
AF Zoom 

------ 1/4” 540 TVL 0.8 lx
(F1.4)

Multi-spot 
Center-zone

ATW/ AWC
Indoor / Outdoor

Fluorescent
Manual

24 V AC ±10%
12 V to 15 V DC

P
an

-f
o

cu
s

High-resolution 
Vandal-resistant 
Dome Camera 

VDC-DP7585P

Built-in

2.6x
Pan-focus 

zoom

• 1/4” 520 TVL
Color 1.2 lx
B/W 0.06 lx

(F1.9)

Multi-spot 
Center-zone

ATW/ AWC
Indoor / Outdoor

Fluorescent
Manual

24 V AC ±10%
12 V to 15 V DC

High-resolution 
Indoor mini
Dome Camera

VCC-P7575PA

Built-in

2.6x
Pan-focus 

zoom

------ 1/4” 520 TVL 1.9 lx
(F1.9)

Multi-spot 
Center-zone

ATW/ AWC
Indoor / Outdoor

Fluorescent
Manual

24 V AC ±10%
12 V to 15 V DC

High-resolution  
Weatherproof AF Zoom 
Camera

VCC-XZ200P

Built-in

2.6x
Pan-Focus 

zoom

• 1/4” 520 TVL
Color 1.2 lx
B/W 0.06 lx

(F1.9)

Multi-spot
Center-zone

ATW/ AWC
Indoor / Outdoor

Fluorescent
Manual

24 V AC ±10%,
12 V to 15 V DC

D
o

m
e

High-resolution 
Vandal-resistant WDR 
Dome Camera 

VDC-WD9885VP
 

Built-in

3.8x
Vari-focal

• 1/3” 550 TVL
Color 0.8 lx
B/W 0.08 lx

(F1.2)
ON / OFF

ATW
AWC

Manual

24 V AC ±10%,
12 V to 15 V DC

High-resolution Indoor 
mini WDR Dome Camera 

VCC-W9875VP

Built-in

3.8x
Vari-focal

------ 1/3” 550 TVL 0.8 lx
(F1.2) ON / OFF

ATW
AWC

Manual

24 V AC ±10%,
12 V to 15 V DC

W
D

R

1/3” CMOS 
High-resolution 
WDR Day/night Camera
VCC-WD8875P
 

CS mount
replaceable • 1/3” 550 TVL

Color 0.8 lx
B/W 0.08 lx

(F1.2)

Wide Dynamic 
Range

ATW

Manual

24 V AC ±10%
12 V to 15 V DC

1/3” CMOS 
High-resolution 
WDR Day/night Camera

VCC-WD8870P
 

CS mount
replaceable • 1/3” 550 TVL

Color 0.8 lx
B/W 0.08 lx

(F1.2)

Wide Dynamic 
Range

ATW

Manual
220 V to 230 V AC

1/3” CMOS 
High-resolution 
WDR Camera

VCC-W8775P
CS mount

replaceable ------ 1/3” 550 TVL 0.8 lx (F1.2) Wide Dynamic 
Range

ATW

Manual

24 V AC ±10%
12 V to 15 V DC

1/3” CMOS 
High-resolution 
WDR Camera

VCC-W8770P

CS mount
replaceable ------ 1/3” 550 TVL 0.8 lx (F1.2) Wide Dynamic 

Range

ATW

Manual
220 V to 230 V AC



Camera Line Up 2010
Category

Serial No. Lens D/N Sensor 
size

Horizontal
resolution

Minimum
illumination

Backlight
compensation White balance Power

supply

V
an

d
al
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High-resolution WDR 
Vandal-resistant Dome 
Camera 

VDC-W1595VP

Built-in

2.3x
Vari-focal

zoom

------ 1/3” 480 TVL 1.0 lx
(F1.4)

Wide Dynamic 
Range

ATW-A
ATW

24 V AC ±10%
12 V to 15 V DC

High-resolution 
Vandal-resistant IR Dome 
Camera with IR LED

VDC-D1785IRVP

Built-in

3.2x
Vari-focal

zoom

• 1/3” 540 TVL
Color 0.7 lx

0.0 lx LED-ON
(F1.4)

ON / OFF ATW 24 V AC ±10%,
12 V DC ±10%

High-resolution Vandal-
resistant Dome Camera

VDC-D1585VP

Built-in

2.3x
Vari-focal

zoom

• 1/3” 520 TVL
Color 1.0 lx
B/W 0.05 lx

(F1.4)
ON/OFF ATW-A

ATW
24 V AC ±10%
12 V to 15 V DC

High-resolution Vandal-
resistant 
Dome Camera 

VDC-C1575VP

Built-in

2.3x
Vari-focal

zoom

------ 1/3” 520 TVL 1.0 lx
(F1.4) ON / OFF ATW-A

ATW
24 V AC ±10%
12 V to 15 V DC

D
o

m
e High-resolution Indoor 

mini Dome Camera

VCC-9785VP

Built-in

3.6x
Vari-focal

------ 1/3” 540 TVL 0.4 lx
(F1.3) ON / OFF ATW 24 V AC ±10%,

12 V DC ±10%

C
S

-m
o

u
n

t

1/3” Color CCD 
High-resolution Camera

VCC-5995P
CS mount

replaceable ------ 1/3” 540 TVL 0.5 lx
(F1.2) Center-zone ATW 24 V AC ±10%

12 V to 15 V DC

1/3” Color CCD 
E-Day/night 
High-resolution Camera

VCC-6695P
E-

CS mount
replaceable • 1/3” 540 TVL

Color 0.35 lx
B/W 0.25 lx

(F1.2)

Multi-spot 
Center-zone

ATW

Manual

24 V AC ±10%
12 V to 15 V DC

1/3” Color CCD 
E-Day/night 
High-resolution Camera

VCC-6690P
E-

CS mount
replaceable • 1/3” 540 TVL

Color 0.35 lx
B/W 0.25 lx

(F1.2)

Multi-spot 
Center-zone

ATW

Manual
220 V to 230 V AC

1/3” Color CCD 
High-resolution 
Day/night Camera

VCC-4795P E
CS mount

replaceable • 1/3” 540 TVL
Color 0.45 lx
B/W 0.01 lx

(F1.2)

Multi-spot 
Center-zone

ATW

Manual

24 V AC ±10%
12 V to 15 V DC

1/3” Color CCD 
High-resolution 
Day/night Camera

VCC-4790P E
CS mount

replaceable • 1/3” 540 TVL
Color 0.45 lx
B/W 0.01 lx

(F1.2)

Multi-spot 
Center-zone

ATW

Manual
220 V to 230 V AC



Category
Serial No. Description　 Category

Serial No. Description

External HDD Unit for DSR-HB8000

VA-EXH
The VA-EXH is an expansion unit that employs 
4 HDD bays and enables further extension of 

recording time.

S-ATA - PATA Conversion Board

VA-SPC2
S-ATA - PATA conversion board.

for DSR-2004

Disc Writer Unit 

VA-EXD1 B This external DVD / CD-Writer is a perfect match 
for DSR-5716P, DSR-5709P.

Rack Mount Bracket 

VA-RACMK1 
(1U)

Rack mount bracket for VA-EXD1 B

SCSI Board

VZU-SCB1

The VZU-SCB1 enables the connection to an 
external RAID system. For further details on 

compatible devices, please contact the place of 
purchase.

Rack Mount Bracket 

VA-RACMK2 
(2U)

Rack mount bracket 
for DSR-5716P, DSR-5709P

VA-EXH

S-ATA Board

VZU-SATB1
The VZU-SATB1 enables the connection to 

an external HDD unit.

Rack Mount Bracket 

VA-RACMK3 Rack mount bracket 
for DSR-DSR-2116, DSR-2108

S-ATA - PATA Conversion Board

VA-SPC1A
A PATA - SATA conversion board.

for DSR-5716P, DSR-5709P

Monitor Line Up 2010
Category

Serial No.
Horizontal
resolution

Video
input

S-Video
input

Multi 
system Scan Speaker Power 

supply Menu language

LC
D

19”  High Performance
Professional LCD Monitor 

VMC-L2619P
620TVL A / B • • Over / 

under • 100 V to
240 V AC 50 / 60 Hz

English / Spanish / French / 
German / Italian / Russian /

Dutch / Swedish /Portuguese /
Korean / Chinese / Japanese

17” High Performance
Professional LCD Monitor 

VMC-L2617P
620TVL A / B • • Over / 

under • 100 V to
240 V AC 50 / 60 Hz

English / Spanish / French / 
German / Italian / Russian /

Dutch / Swedish /Portuguese /
Korean / Chinese / Japanese

DVR Line Up 2010
Category

Serial No.

Size of HDD 
Capacity

Number of 
connection

Multi-
screen
display

Recording
speed (IPS)

Max.
resolution

SSP
(RS-485)

compatible

Telemetry
control

Network
terminal Backup media Power

supply

M
P

E
G

-4
 16ch Hybrid DVR

DSR-HB8000
2 TB

16
(Network 
camera 

max.8 units)

4 / 9 / 
16-screen, 
Plus display

400 IPS / 16 ch 
CIF, 200 IPS / 

8ch Half D1, 100 
IPS / 4ch D1

720 x 576 • • •
Built-in 

DVD+R/RW
CD-R/RW

USB Flash memory

100 V to 240 V AC 
50/ 60 Hz

Free voltage

JP
E

G
20

00

16ch DVR

DSR-5716P
　 2 TB 16

4 / 9 
16-screen, 
Plus display

100 IPS 720 x 288 • • •
DVD-R/RW

CD-R/RW with 
VA-EXD1 B

USB Flash memory

120 V to 240 V AC 
50/ 60 Hz

9ch DVR

DSR-5709P
2 TB 9 4 / 9 -screen, 

Plus display 100 IPS 720 x 288 • • •
DVD-R/RW

CD-R/RW with 
VA-EXD1 B

USB Flash memory

120 V to 240 V AC 
50/ 60 Hz

M
P

E
G

-4

16ch MPEG-4 DVR

DSR-2116
1 TB 16 4 / 9 

16-screen 200 IPS 704 x 576 • • •
CD-R/RW, 
DVD-R/RW

USB Flash memory

100 V to 240 V AC, 
4A

8ch MPEG-4 DVR

DSR-2108
1 TB 8 4 /　8-screen 100 IPS 704 x 576 • • •

CD-R/RW, 
DVD-R/RW

USB Flash memory

100 V to 240 V AC, 
4A

4ch MPEG-4 DVR

DSR-2004
1 TB 4 4 screen 100 IPS 704 x 576 -------- • • USB Flash memory

Input 
100 V to 240 V AC

 50 / 60 Hz
Output 12 V DC

SSP Line Up 2010
Category

Serial No.
Communication

method
Control 

terminals 
Touch
Panel

Menu 
language

No. of 
user maps Protocol Power 

Source Dimensions

SSP System Controller

VSP-9000 RS-485,
RS-422,
RS-232C

RJ-11: 3 
ports, 
D-SUB 
9pin:1

320 x 240 
pixels, 
backlit 

by white 
LED

English / 
French / 
German / 
Italian / 

Cutomisation

26 maps, 
40 keys for 
each map

Camera: 
SANYO SSP, H-SSP, Mark Mercer, 

Videotec (macro), Ernitec, Pelco-D, Macro 
Sensormatic, A.D., VCL 

DVR / MPX: SANYO
Matrix switcher: Videotec

Approx.
12 V DC, 1A 
(AC adaptor)

280(W) x 94(H) x 
225(D) mm 
(w / 3-axis 

proportional 
joystick)

SSP System Controller

VSP-8500 RS-485,
RS-422,
RS-232C

RJ-11: 3 
ports, 
D-SUB 
9pin:1

--------------

English / 
Spanish /
French / 
German / 
Italian / 

Japanese

--------------

Camera:
SANYO SSP, H-SSP, Mark Mercer, 
Videotec (macro), Ernitec, Pelco-D, 

Sensormatic, A.D., VCL
DVR: SANYO SSP

Video Matrix switcher: Videotec (only SM328S)

Approx.
12 V DC, 1A
(AC adaptor)

280(W) x 101(H) x 
225(D) mm
(w / 3-axis 

proportional joystick) 

SSP System Controller

VSP-3000
RS-485

Tx1
Tx2
Tx3
TR x

-------------- English
only -------------- Camera: SANYO SSP, H-SSP, Pelco-D

Approx.
12 V DC, 
200mA 

(AC adaptor)

280(W) x 100(H) x 
180(D) mm
(w / 3-axis 

proportional joystick) 



D

DSR-2004 MPEG-4 4ch Digital Video Recorder 51

DSR-2108 MPEG-4 8ch Digital Video Recorder 51

DSR-2116 MPEG-4 16ch Digital Video Recorder 51

DSR-5709P JPEG2000 9ch Digital Video Recorder 49

DSR-5716P JPEG2000 16ch Digital Video Recorder 49

DSR-HB8000 MPEG-4 16ch Hybrid Digital Video Recorder 47

VA

VA-13VG2811ASIR Standard Vari-focal IR Lens 
for 1/3” CCD Camera (f=2.8 to 11 mm) 36

VA-13VG308AS Standard Vari-focal Lens 
for 1/3” CCD Camera (f=3 to 8 mm) 36

VA-13VG308ASIR Standard Vari-focal IR Lens 
for 1/3” CCD Camera (f=3 to 8 mm) 36

VA-13VG550T-LY Tele Vari-focal Lens for 1/3” CCD Camera (f=5 to 50 mm) 36

VA-20LAN JPEG Network Board 14

VA-20ST SSP + Twisted pair board 37

VA-50AL Attachment 38

VA-50AM Attachment 38

VA-50AS Attachment 38

VA-50BPL Ceiling Suspension Bracket 10,37

VA-50BW Wall Mounting Bracket 10,37

VA-50H Heater Board 38

VA-50LAN JPEG Network Board 14

VA-50ST SSP + Twisted pair board 37

VA-51LAN JPEG Network Board (PoE) 14

VA-60BX Base Bracket 37

VA-60H Heater Board 7

VA-60T Twisted pair board 37

VA-80A Attachment (Indoor use) 10,21

VA-80AB Adaptor Bracket 10,22

VA-80AC Corner Mounting Adaptor 10,21

VA-80AE Adaptor 9

VA-80AM Attachment Indoor / Outdoor 9

VA-80AP Pole Mounting Adaptor 10,21

VA-80BP Pendant Mounting Bracket 10,21

VA-80BW Wall Mounting Bracket 10,21

VA-80EX Outdoor Housing 10,21

VA-80FC Surface Cover 21

VA-80FS Surface Cover 21

VA-80MEC In-Ceiling Housing 10,21

VA-80MES In-Ceiling Housing 10,21

VA-80SA Power supply base 21

VA-82LAN H.264/JPEG Network Board 14

VA-84SA Power supply base 21

VA-85BX Base Bracket 9

VA-90S Power unit AC230V 5

VA-94S Power unit AC24V 5

VAC-70 Camera Control Unit 37

VA-CM8C Clear dome cover (outdoor housing) 10,21

VA-CM8S Smoked dome cover (outdoor housing) 10,21

VA-DK02 In-Ceiling Bracket 38

VA-DK03 In-ceiling Bracket 9,10

VA-EXD1 B Disc writer Unit 46

VA-EXH External HDD unit 46

VA-HDB90 HDMI-output Option Board 5

VA-HDC4000 Hard Disc Case 5,10

VA-HDK1 HDD Case Bracket 5,10

VA-RACMK1 Rack Mount Bracket (1U) 46

VA-RACMK2 Rack Mount Bracket (2U) 46

VA-RACMK3 Rack Mount Bracket (DSR-2116/DSR2108) 46

VA-SPC1A S-ATA - PATA Conversion Board 46

VA-SPC2 S-ATA - PATA Conversion Board 46

VA-SW3050C Network Recorder Software 16

VA-SW3050LITE Network Software 16

VA-SW3050S Network Recorder Software 16

VA-SW50 
(Advanced) Video Management Software (VMS) 15

VA-SW60 
(Enterprise) Video Management Software (VMS) 15

VC

VCC-4790P E 1/3” Color CCD High-resolution Day/night Camera 35

VCC-4795P E 1/3” Color CCD High-resolution Day/night Camera 35

VCC-5995P 1/3” Color CCD High-resolution Camera 33

VCC-6690P 1/3” Color CCD E-Day/night High-resolution Camera 34

VCC-6695P 1/3” Color CCD E-Day/night High-resolution Camera 34

VCC-9500P E High-resolution 30x AF Speed Dome Camera 20

VCC-9600P E High-resolution 30x AF Speed Dome Camera 20

VCC-9700P E High-resolution 36x AF Speed Dome Camera 19

VCC-9785VP High-resolution Indoor mini Dome Camera 33

VCC-9800P E High-resolution 36x AF Speed Dome Camera 19

VCC-HD2100P Full HD CS-Mount Camera 7

VCC-HD2300P Full HD CS-Mount Camera 7

VCC-HD2500P Full HD CS-Mount Camera 7

VCC-HD4000P Full HD Zoom Camera 8

VCC-HD4600P Full HD Zoom Camera 5

VCC-HD5400P Full HD PTZ Camera 5

VCC-HD5400P BK Full HD PTZ Camera 5

VCC-HD5600P Full HD PTZ Camera 5

VCC-HD5600P BK Full HD PTZ Camera 5

VCC-MCH5600P Camera unit 5

VCC-MCH5600P BK Camera unit 5

VCC-N6695P High-resolution E-Day/night Network Camera 11

VCC-P7575PA High-resolution Indoor Mini Dome Camera 25

VCC-PN9575P Indoor Mini PTZ Network Dome Camera 13

VCC-W8770P 1/3” COMS High-resolution WDR Camera 30

VCC-W8775P 1/3” COMS High-resolution WDR Camera 30

VCC-W9875VP High-resolution Indoor WDR Mini Dome Camera 28

VCC-WD8870P 1/3” COMS High-resolution WDR Camera 29

VCC-WD8875P 1/3” COMS High-resolution WDR Camera 29

VCC-XZ200P High-resolution Weatherproof AF Zoom Camera 26

VCC-XZ600P High-resolution Weatherproof AF Zoom Camera 23

VCC-XZN600P Weatherproof AF Zoom Network Camera 12

VCC-ZM500P High-resolution AF Zoom Camera 24

VCC-ZM600P High-resolution AF Zoom Camera 23

VCC-ZMN600P AF Zoom Network Camera 12

VCP-L07W Wide Conversion Lens 8

VCP-L07W1 Wide Conversion Lens 5

VCZ-50 Smoked Cover 38

VCZ-51 Half Mirror Cover 38

VD

VDC-C1575VP High-resolution Vandal-resistant Dome Camera 32

VDC-D1585VP High-resolution Vandal-resistant Dome Camera 32

VDC-D1785IRVP High-resolution Vandal-resistant IR Dome Camera 
with IR LED 31

VDC-DP7585P High-resolution Vandal-resistant Dome Camera 25

VDC-DPN9585P Vandal-resistant PTZ Network Dome Camera 13

VDC-HD3100P Full HD Vandal-resistant Dome Camera 7

VDC-HD3300P Full HD Vandal-resistant Dome Camera 7

VDC-HD3500P Full HD Vandal-resistant Dome Camera 7

VDC-W1595VP High-resolution WDR Vandal-resistant Dome Camera 30

VDC-WD9885VP Vandal-Resistant WDR Dome Camera 28

VM

VMC-L2617P 17" High Performance Professional LCD Monitor 55

VMC-L2619P 19" High Performance Professional LCD Monitor 55

VS

VSP-3000 SSP System Control 54

VSP-8500 SSP System Control 53

VSP-9000 SSP System Control 53

VZ

VZU-SATB1 S-ATA board 46

VZU-SCB1 SCSI board 46
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